RIGHT OF WAY
8" MIN
PLANTING SOIL OR BIORETENTION SOIL UNDISTURBED SOIL BACKFILL 2" - 4" QUARRY SPALL ROCK (PER TABLE)
FILTER FABRIC 12" 24" MIN 4H:1V 3H 4'-0" SLOPE LINE OF ROCK FACING (H) 2.5' MIN 1V 4H BOTTOM OF SWALE MULCH BIORETENTION SOIL MEDIUM UNDISTURBED SOIL 2'MAN 3'MAN 4'MAN 6'MAN 9'MAN NOTE:
1. GRAPHIC ADAPTED FROM CITY OF SEATTLE, BROADVIEW GREEN GRID PROJECT DETAIL.
2. WALLS GREATER THAN 4 FEET IN HEIGHT REQUIRE WALL DESIGN. SEE LOCAL BUILDING CODE REQUIREMENTS.

MINIMUM ROCK SIZES

<table>
<thead>
<tr>
<th>(H) SIZE</th>
<th>(D) SIZE</th>
<th>(H) SIZE</th>
<th>(D) SIZE</th>
</tr>
</thead>
<tbody>
<tr>
<td>(H) 2.5'</td>
<td>3&quot;</td>
<td>4'</td>
<td>9&quot;</td>
</tr>
<tr>
<td>1'</td>
<td>6&quot;</td>
<td>2'</td>
<td>4.5'</td>
</tr>
</tbody>
</table>

NOTE:
1. GRAPHIC ADAPTED FROM CITY OF SEATTLE, BROADVIEW GREEN GRID PROJECT DETAIL.
2. WALLS GREATER THAN 4 FEET IN HEIGHT REQUIRE WALL DESIGN. SEE LOCAL BUILDING CODE REQUIREMENTS.