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On-Site Oil/Water Separator [OWS] Log

January – December ________ (year)
	Business Name:
	


Instructions: 
Record separator inspections on this sheet (the City inspector will circle inspection months).  Pump when needed (as discussed on reverse) or when specified by the City inspector.  

When cleaning, inspect inside of OWS and record the information, then sign the form.  

Keep completed forms at the site for possible future reviews.
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On-Site Checks:  Inspect as often as shown in Frequency of Inspection box above.  See reverse for inspection guidelines.   
	
	1st chamber
	2nd chamber
	
	Discharge (
	
	

	Date
	Sludge
	Oil
	Outlet ok?
	Clear
	Oily
	Dark, no oil
	Sample
	Initials

	
	inches
	 inches
	Y / N
	
	
	
	Y / N
	

	
	inches
	inches
	Y / N
	
	
	
	Y / N
	

	
	inches
	inches
	Y / N
	
	
	
	Y / N
	

	
	inches
	inches
	Y / N
	
	
	
	Y / N
	

	
	inches
	inches
	Y / N
	
	
	
	Y / N
	

	
	inches
	Inches
	Y / N
	
	
	
	Y / N
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Pump-out Log:   To be filled out when pumped.  Pump out as specified on reverse or by:  _________________   (date)
	Sludge Layer (1stchamber)
	inches
	Oil Layer (2nd chamber)
	inches
	
	

	
	
	
	
	
	

	Inspect: 
	Good
	
	Fair
	
	Poor - Repair
	
	Clean
	
	Comments

	Baffles
	
	
	
	
	
	
	
	
	

	Inlet
	
	
	
	
	
	
	
	
	

	Outlet
	
	
	
	
	
	
	
	
	

	Inside walls
	
	
	
	
	
	
	
	
	

	Coalesc. plates
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Lading or Bill No.
	
	
	Disposal Site
	
	

	Pumper ID No.
	
	
	Pumper Signature
	
	
	Date:
	

	
	
	
	Pumper Phone No.
	
	
	
	


Comments:

Signatures:   On-Site Manager (sign after pumping)
City Inspector (sign at time of inspection)
	I certify that the information here is accurate:  

Signature

Date

Printed Name

Title


	Inspection comments or concerns: 
____________________________________________________

_____________________________________________________

Signature

Date




W a t e r   R e s o u r c e s   P r o t e c t i o n   P r o g r a m

Operating Guidelines and Best Management Practices

Oil/Water Separators - Inspection and Maintenance 

Inspection

Inspect oil/water separators and collection areas at least every 6 months.

· Using a long stick, check for solids and sludge buildup in the first chamber.

· Check the first and second chambers for floating oil.

· Inspect the collection trenches and catch basins for debris or oil sheen.

· Keep a record of the inspection including the date, the sludge and oil thicknesses, a description of water quality in the last chamber or at the discharge outlet, and any other observations (use form on reverse).

· Keep track of any repairs to separator.

Pump-out

If sludge buildup is over 8” inches or the oil film is greater than 2” in thickness it will be necessary to pump-out and clean the separator.

· Completely pump and clean the chambers.  There are several licensed separator pumping contract firms in Vancouver and Portland.  

· If the separator has coalescing plates, clean those at the time of pump-out.

· During the pump-out inspect the inlet, outlet and side walls for needed repairs.

· After cleaning, fill the separator with clean water.

· Important:  Keep a record of the date of the cleanout along with the pumper’s name, ID number, telephone number, and disposal site.  (Use form on reverse)

Maintenance

· To extend the time period between cleanouts, place absorbent pads in the first chamber and replace when saturated with oil.

· Do not allow oil emulsifiers such as antifreeze, degreasers, detergents, alcohol, or solvents to flow into the separator.

· Regularly clean out collection trenches and catch basins.
January 2004
   Frequency of Inspection


  Business to Inspect OWS these months (circle):�
  Jan   Feb   Mar   Apr   May   Jun   Jul   Aug   Sep  Oct   Nov   Dec�
�
 Comments:


�
�
�
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