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INSTRUCTORS

Curtis Hinman
Senior Scientist 

Key project experience: Research 
specialist in the performance and 
design of LID practices.  

Dylan Ahearn PhD

Associate Scientist

Key project experience: 
Stormwatermonitoring and 
proprietary treatment verification 
and certification specialist.
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ADVANCED TOPICS IN LID DESIGN: 
BIORETENTION MEDIA AND COMPOST 

AMENDED SOILS

Training Program
Statewide LID
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BMP Selection
PROPRIETARY MEDIA FILTERS

ÅEcology sets guidance for 
which BMPs can be used

ÅSpecific BMPs are required 
for specific pollutants

ÅMost BMPs are 
grandfathered in
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BMP Selection
PROPRIETARY MEDIA FILTERS
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BMP Selection
PROPRIETARY MEDIA FILTERS

{ƻƳŜǘƘƛƴƎ 5ƻŜǎƴΩǘ vǳƛǘŜ [ƻƻƪ wƛƎƘǘΧ



4/21/2015

8

8

BMP Selection
PROPRIETARY MEDIA FILTERS

Ecology attempts to verify BMP effectiveness with 2007 permit 
required monitoring
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BMP Testing -TAPE
PROPRIETARY MEDIA FILTERS

Emerging Technology 

ÅTesting program first established 
in 2002

ÅMost recent revision in 2011, 
next due this year

ÅMost rigorous and active testing 
protocol in the nation
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BMP Testing -TAPE
PROPRIETARY MEDIA FILTERS

Jurisdictions that recognize TAPE

1. Washington

2. Oregon

3. New York

4. Virginia

5. New Hampshire

6. Rhode Island

7. Many smaller jurisdictions
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BMP Testing -TAPE
PROPRIETARY MEDIA FILTERS

Certifications

ÅGeneral Use ςGULD

- use at will

ÅConditional Use ςCULD

- install up to 10, monitor 1

ÅPilot Use ςPULD 

-install up to 5, monitor all
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BMP Testing -TAPE
PROPRIETARY MEDIA FILTERS



4/21/2015

13

13

BMP Testing -TAPE
PROPRIETARY MEDIA FILTERS

What Does TAPE Monitoring Look 
Like?
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BMP Testing -TAPE
PROPRIETARY MEDIA FILTERS

ÅContinuous Flow Monitoring

ÅCollect flow-weighted 
composite samples
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BMP Testing -TAPE
PROPRIETARY MEDIA FILTERS

Rigorous Acceptance Criteria
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BMP Testing -TAPE
PROPRIETARY MEDIA FILTERS

Q

Time

Storm volume = 1300 cf

Pacing = 100 cf

Samples = 13

Coverage = 100 %

Q

Time

Storm volume = 1300 cf

Pacing = 200 cf

Samples = 6

Coverage = 100 %
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BMP Testing -TAPE
PROPRIETARY MEDIA FILTERS
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Storm volume = 1300 cf

Pacing = 20 cf

Samples = 30 (Max. that autosampler can hold)

Coverage = 46%
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BMP Testing -TAPE
PROPRIETARY MEDIA FILTERS

Basic Treatment 

Á80% removal of TSS (influent = 100to 200mg/L)

Á20 mg/L TSS effluent goal (influent <100mg/L)

Enhanced Treatment

ÁInfluent dissolved copper range = 0.003to 0.02mg/L

ÁInfluent dissolved zinc range = 0.02to 0.3mg/L

ÁSignificantly higher removal rates than basic treatment

Oil Treatment

ÁNo ongoing or recurring visible sheen

ÁDaily average TPH <10mg/L

ÁMaximum TPH discrete (grab) sample = 15mg/L
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BMP Testing -TAPE
PROPRIETARY MEDIA FILTERS

MurphysΩ [ŀǿ ŀƴŘ CƛŜƭŘ ²ƻǊƪ 
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BMP Testing -TAPE
PROPRIETARY MEDIA FILTERS

Labor and Tech Intensive

Å$15,000 equipment

Å$200,000 total cost
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BMP Selection
PROPRIETARY MEDIA FILTERS

TAPE Testing of Three Proprietary Media Filters
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BMP Selection
PROPRIETARY MEDIA FILTERS

TAPE Testing of Three Proprietary Media Filters

Filterra
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Filterra- Tacoma
PROPRIETARY MEDIA FILTERS

ÁInlet 

ÁConcrete container

ÁSurface storage

ÁMulch layer

ÁFilter media

ÁVegetation

ÁUnderdrain

ÁBypass

https://www.youtube.com/watch?v=v0d2RK8Xfsg
https://www.youtube.com/watch?v=v0d2RK8Xfsg
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Filterra- Tacoma
PROPRIETARY MEDIA FILTERS

ÁNovember 2006

ÁConditional Short-Term Use 
Level Designation (CULD) for 
basic and phosphorus treatment 

ÁPilot Use Level Designation 
(PULD) for enhanced and oil 
treatment

ÁMonitoring design 

developed based on the 

Technology Assessment 

Protocol ςEcology 

(TAPE) (Ecology 2008)

DSCN5002.JPG
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Filterra- Tacoma
PROPRIETARY MEDIA FILTERS

Á Two Filterratest systems installed at the Port of 
Tacoma (POT) in Tacoma, WA 

Á Hydrologic and water quality monitoring from May 
2008 through May 2009

Á 27storm events sampled

Á29grab samples

Á35composite samples 
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Filterra- Tacoma
PROPRIETARY MEDIA FILTERS
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Filterra- Tacoma
PROPRIETARY MEDIA FILTERS
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Filterra- Tacoma
PROPRIETARY MEDIA FILTERS
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Filterra- Tacoma
PROPRIETARY MEDIA FILTERS
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Filterra- Tacoma
PROPRIETARY MEDIA FILTERS

Á Irreducible = 20-40 mg/L using conventional 
stormwatertreatment technologies (Schueler1996)

Á Based on the POT data, influent TSS concentrations 
as low as 5.0 mg/L resulted in TSS removal 
efficiencies that met or exceeded the 80% goal

Á Effluent concentrations were consistently reduced 
to less than 8.0 mg/L regardless of influent 
concentration
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Filterra- Tacoma
PROPRIETARY MEDIA FILTERS



4/21/2015

32

32

Filterra- Tacoma
PROPRIETARY MEDIA FILTERS
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Filterra- Tacoma
PROPRIETARY MEDIA FILTERS

General Use Level Designation

ÁGULD for basic, enhanced, and oil treatment received 
in December 2009

ÁMay be installed anywhere in the state of Washington 
όǎǳōƧŜŎǘ ǘƻ 9ŎƻƭƻƎȅΩǎ ŎƻƴŘƛǘƛƻƴǎύ

ÁCULD extended for phosphorus monitoring until 
December 2011
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Filterra- Bellingham
PROPRIETARY MEDIA FILTERS

The Search for PhosTreatment
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Filterra- Tacoma
PROPRIETARY MEDIA FILTERS

Á Filterra test system installed at Hayward Dr., 
Bellingham, WA 

Á Hydrologic and water quality monitoring from Jan 
2013 through July 2013

Á 22storm events sampled
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Filterra- Bellingham
PROPRIETARY MEDIA FILTERS
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Filterra- Bellingham
PROPRIETARY MEDIA FILTERS
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Filterra- Bellingham
PROPRIETARY MEDIA FILTERS
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Filterra- Bellingham
PROPRIETARY MEDIA FILTERS

ÁOnly 3 
samples 
with influent 
> 100

ÁNC LCL95 
TSS Removal

Á85% mean 
removal

ÁUCL95 
effluent = 
5.2 mg/L
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Filterra- Bellingham
PROPRIETARY MEDIA FILTERS

Á66% LCL95 
TP Removal

Á73% mean 
removal
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FilterraSummary
PROPRIETARY MEDIA FILTERS

ÁCertified for Basic, Phosphorus, Enhanced, and 
Oil treatment

Á3 monitoring installations

ÁMaintenance is simple

ÁDual structure design can be difficult for 
engineers

ÁMulch is an effective prefilter and bioturbation
keeping infiltration rate high.  A living filter!
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Modular Wetland System
PROPRIETARY MEDIA FILTERS

MWS-Linear
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Modular Wetland System
PROPRIETARY MEDIA FILTERS

https://www.youtube.com/watch?v=zu7UviBRr4Q
https://www.youtube.com/watch?v=zu7UviBRr4Q

